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CALIFORNIA OCCUPATIONAL SAFETY AND HEALTH STANDARDS BOARD


PROPOSED STATE STANDARD,

TITLE 8, DIVISION 1, CHAPTER 4


Amend Section 1599 as follows:
§1599. Flaggers.

(a) A flagger or fFlaggers shall be utilized at locations on a construction site where barricades and warning signs cannot control the moving traffic. Unless this section provides differently, the number of flaggers required and matters regarding the deployment of the flagger or flaggers shall be according to the California Manual on Uniform Traffic Control Devices for Streets and Highways, September 26, 2006, published by the State Department of Transportation (the Manual), which is herein incorporated by reference. 

(b) When a flagger or flaggers are required, they shall be placed in relation to the equipment or operation so as to give effective warning.

(c) Placement of warning signs shall be according to the California Manual on Uniform Traffic Control Devices for Streets and Highways, September 26, 2006, published by the State Department of Transportation, which is herein incorporated by reference and referred to as the "Manual."






*****


(g) Flaggers shall be trained in the proper fundamentals of flagging moving traffic before being assigned as flaggers. Signaling directions used by flaggers shall conform to the "Manual". The training and instructions shall be based on the "Manual" and work site conditions and also include the following:

*****
NOTE: Authority cited: Section 142.3, Labor Code. Reference: Section 142.3, Labor Code.
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