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CALIFORNIA OCCUPATIONAL SAFETY AND HEALTH STANDARDS BOARD


PROPOSED STATE STANDARD,

TITLE 8, DIVISION 1, CHAPTER 4


Amend section 4301 to read:
§4301. Self-Feed Circular Ripsaws. 

(a) In addition to guards over blades as specified in Section 4296, feed rolls shall be protected by a hood or guard to prevent the hands of the operator from coming in contact with the in-running rolls at any point. 

(b) Hoods or guards on feed rolls shall be constructed of suitable material, as specified in Section 3942, preferably metal. The bottom of the guard shall come down to within 3/8-inch of the plane formed by the bottom or working surfaces of the feed rolls. This distance (3/8-inch) may be increased to 3/4-inch, provided the lead edge of the hood is extended to be not less than 5 1/2-inches in front of the nip point between the front roll and the work. 

(c) A spreader shall be fastened securely to the saw. It shall be designed and installed in accordance with the provisions of Section 4296.The employer shall ensure that power feed devices are properly adjusted for each piece of stock in order to reduce the possibility of kickback. 
(d) Every self-feed circular ripsaw shall be equipped with an anti-kickback device installed on the infeed side. Such an anti-kickback device shall be designed to be effective for all thicknesses of material and shall extend the full width of the rolls. 

NOTE: Authority cited: Section 142.3, Labor Code. Reference: Section 142.3, Labor Code. 

