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CALIFORNIA OCCUPATIONAL SAFETY AND HEALTH STANDARDS BOARD


PROPOSED STATE STANDARD,

TITLE 8, DIVISION 1, CHAPTER 4


DRAFT

Construction Safety Orders

Amend Section 1592 to read as follows:

§1592.  Warning Methods.

 (a)  Every vehicle with a haulage capacity of 2 1/2 cubic yards or more used to haul dirt, rock, concrete, or other construction material shall be equipped with a warning device that operates automatically while the vehicle is backing.  The warning sound shall be of such magnitude that it will normally be audible from a distance of 200 feet and will sound immediately on backing.  In congested areas or areas with high ambient noise which obscures the audible alarm, a signaler, in clear view of the operator, shall direct the backing operation.


(b) Those vehicles not subject to 1592(a) and operating in areas where their backward movement would constitute a hazard to employees working in the area on foot, and where the operator's vision is obstructed to the rear of the vehicle shall be equipped with an effective device or method to safeguard employees such as: 

Subsection (b) continued:
(1) An automatic back-up audible alarm which would sound immediately on backing, or 

(2) An automatic braking device at the rear of the vehicle that will apply the service brake immediately on contact with any obstruction to the rear, or 

(3) In lieu of 1 or 2 above, administrative controls shall be established such as: 

(A) A spotter or flagger in clear view of the operator who shall direct the backing operation, or 

(B) Other procedures which will require the operator to dismount and circle the vehicle immediately prior to starting a back-up operation, or 

(C) Prohibiting all foot traffic in the work area. 

(4) Other means shall be provided that will furnish safety equivalent to the foregoing for personnel working in the area. 

(c) All vehicles shall be equipped with a manually operated warning device which can be clearly heard from a distance of 200 feet.
(d) The operator of all vehicles shall not leave the controls of the vehicle while it is moving under its own engine power.

(e) Hauling or earth moving operations shall be controlled in such a manner as to ensure that equipment or vehicle operators know of the presence of rootpickers, spotters, lab technicians, surveyors, or other workers on foot in the areas of their operations.
NOTE:  Authority cited:  Section 142.3, Labor Code.  Reference:  Section 142.3, Labor Code.

Advisory Committee will discuss the above existing language and the merits of current provisions that require backup alarms be audible from a distance of 200 feet.  The committee will discuss if language similar or equivalent to the concepts recommended by the Petitioner such as the following should be considered:





Section 1592(a)


(a)  Every vehicle with a haulage capacity of 2 1/2 cubic yards or more used to haul dirt, rock, concrete, or other construction material shall be equipped with a warning device that operates automatically while the vehicle is backing.  The warning sound shall sound immediately on backing and be of such magnitude that it will normally be audible above surrounding noise levels to alert any employees that are in the path or area traveled by the moving vehicle.  from a distance of 200 feet and will sound immediately on backing.  In congested areas or areas with high ambient noise which obscures the audible alarm, a signaler, in clear view of the operator, shall direct the backing operation.





Additional staff notes:





Should a proposal be developed that would revise or amend the current 200 foot audible requirement?  What if any directional specifications for the audibility of the alarm sound in relation to the backing vehicle/moving equipment should be considered?  How would the above amendment be enforceable without a specified distance of audibility?








Advisory Committee will also discuss other Title 8 standards that require an audible warning from a distance of 200 feet.  
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