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CALIFORNIA OCCUPATIONAL SAFETY AND HEALTH STANDARDS BOARD


PROPOSED STATE STANDARD,

TITLE 8, DIVISION 1, CHAPTER 4


Amend Section 3210 to read:   
§3210. Guardrails at Elevated Locations.

*****

(b) Other Elevated Locations. The unprotected sides of elevated work locations that are not buildings or building structures where an employee is exposed to a fall of 4 feet or more shall be provided with guardrails. Where overhead clearance prohibits installation of a 42-inch guardrail, a lower rail or rails shall be installed. The railing shall be provided with a toeboard where the platform, runway, or ramp is 6 feet or more above places where employees normally work or pass and the lack of a toeboard could create a hazard from falling tools, material, or equipment. 
EXCEPTIONS:
1. Runways used exclusively for oiling, adjusting or otherwise maintaining shafting or other machinery may have the guardrail on the side adjacent to the machinery omitted provided that additional guarding as required by Group 6-Power Transmission Equipment, Prime Movers, Machines and Machine Parts is complied with.
*****

9. On mobile vehicles/equipment, where the design or work processes make guardrails impracticable, the use of sufficient steps and attached handholds or structural members which allow the user to have a secure hand grasp shall be permitted. Work from the decks, permanent/stationary platforms, runways, or walkways of mobile vehicles/equipment shall be excluded from the requirements of subsection (b) where it can be shown that guardrails or handholds are impracticable by the design or work processes.

10. Where design or erection, dismantling, inspection, repair, maintenance and adjustment processes make installation of guardrails impracticable on portable amusement rides, employees shall be provided and shall install and use personal fall protection equipment in accordance with the requirements of Section 1670 of the Construction Safety Orders.  
(c) Where the guardrail requirements of subsections (a) and (b) are impracticable due to machinery requirements or work processes, an alternate means of protecting employees from falling, such as personal fall protection systems, shall be used.
*****
Note: Authority cited: Section 142.3, Labor Code. Reference: Section 142.3, Labor Code.

Amend Section 3900 to read:

§3900. Purpose.
These Orders establish minimum standards for design, maintenance, construction, alteration, operation, repair, inspections, assembly, disassembly, and use of amusement rides for the protection of persons using such rides. These Orders do not replace or supersede any existing Safety Orders affecting employee safety.

NOTE:  Where the use of guardrails is impracticable for personal fall protection, see Section 3210(b), Exception No. 10 of these orders. 
NOTE: Authority cited: Section 142.3, Labor Code. Reference: Section 142.3, Labor Code.
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